
Fnopnietors J ts Roflfl. R f. Roflfl. S J R"0flfl

lveb aef,dreSS h f tp;//lvww.[,iamd nrepticas.e c.u[.

CCCPE,R tsRTST'CT, N,{T( T

FR.E,}{CF{ GP T952 IV{TKE. F{AWT'F{ORhI

m/üALîd iiltÜu lsffi [ËnR[\ju ffi tU üudffi,ÀrL'Ü

,ffiUffiffih$ STRffiffiT

SAhüMHUffi.ST

TNT$ffi SHffi,

TffitiF'AX ffi{ ffiffiffi iB5ffiffiffis

ermartr ilmiIorfi, fioarac[nrepIlcas"cc.,tlii"

12 Steerlng colurnrl
tr 3 Front axle assembly
T 4 Track rod asserTlbly

n 5 Rear axleasseTnbtry

tr 6 R.eax suspemsion dantpers
17 Side framre nsembers (2)
t I Rormet clips
19 Bomet strap

20 Boctry- panel

21 Vac-f,orrn
22 Tramsf,ers

23 Nïose sectiom

PAR.TS LIST
I Bod
2 Chassrs

3 R.adiator gnltre
4 V/heels (a)
5 Tyres (4)
6 Fetrol cap
7 Exhaust
I Seat
I Front butrlchead

X C DashtroarC

I I Steerimg wheetr {2)



NOTE There are two steering wheels enclosed, norrnally Coopers tlsed three spoke

steer-ing wheei, we know that F{awthom preferred a four spoked steeirag wheel but

have been unable to find conclusive evidence as to which was used. We woultl

therefore suggest using the four spoked wheel, if anyone can tell us conclusively we

would be grateful.
PREPARATION Remove feeds and mould lines from casting, filtring if necessary.

Drill out holes for petrol cap etc. Rub body down with fine grade wet and dry paper to

give a good finish. Ensure all parts fit prior to painting adjusting if required. Add body

panel and nose section to body. Paint a1l parts prior to assembly, we recommend using

àerosols of car touch up paint, undercoating first then top coating as shown below.

ASSEMBLY A two part epoxy resin is recommended for gluing the model together.

Add track rod assembly to front axle assembly and glue to chassis adding rear axle

assembly and rear suspension darnpers at the same time. Glue seat in place followed

by side frame members, front bulldread and dashboard. Add petrol cap to body. Add

steering colurnn to steering wheel and add t«r dashboard when set. Add tyres to

wheels, gluing wheels onto axle stubs. 
'When set add bo<ly to chassis. Fit radiator

grrlle in pla-ce, followed bi, e;lhaust, br,;rnet clips ard tinaliy bonnet strap" Trim vac-

form to shape and add to cockpit. Finally add transfers to body as shown.
pAINTING Body should be finished in Silver, wheels black, seat, radiator grille matt

black, steering wheel rim gloss black. Chassis and dashboard silver, bonnet strap

leather, exhaust aluminium.
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